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0.50 € SPECIFICATIONS

eCurrent rating: 0.5A AC, DC

e\/oltage rating: 30V AC,DC
eTemperature range: -25°C ~ +85°C
e|nsulation resistance: 100MQ Min.
e\Withstanding voltage: 200V AC/ minute.
eContact resistance: 20mQ Max.

4
/ / Material:
/ Insulator: LCP UL 94V-0

/ Contact: Phosphor bronze
V / Fitting Nail: Brass

Connector 4 Plating: Gold flash plated or tin plated over 50u" Nickel
0.70] Profile 1.20 Suitable: KR0800 Series Single Row Housing

or KR0803 Series Crimp Housing
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Recommended P.C.B. Layout

- B Total tolerance:£0.05mm Ordering Code: Circuits Dimensions
Circuits A COB0ORS *** 88LP2 * A | B L C | D
No. 1 ~—A Insulator D @) 02 0.80 |1.90 |3.78 |3.04
%D=[|== 4 0 @ NO.of Circuit: (002~020) 82 12'3% i;g g'gz 2'22
= - @ Finish type: 05 |320 |4.30 |6.18 | 544
- 0 0O Contact 0=Tin plated 06 | 400 |510 |6.98 |6.24
H b = Afﬁﬁf&ﬂ'ﬁgo. 4 plated 30" 07 |4.80 [590 |7.78 |7.04
D =—A ‘ Fittrig 0.45 [7]0.10 Max 08 |560 [6.70 |8.58 |7.84
| 09 |640 |7.50 |9.38 |8.64
. A 10 | 7.20 |8.30 |10.18 | 9.44
Plating test, ZM.40 _\ contact areq 3.9 11 [8.00 [9.10 [10.98 [ 10.24
Point (Gold plated 3u) 12 [ 880 [9.90 |11.78 | 11.04
u W 13 | 9.60 |10.70 | 12.58 | 11.84
14 | 10.40 |11.50 | 13.38 | 12.64
o 2 15 | 11.20 [12.30 | 14.18 | 13.44
S o (d— 16 | 12.00 | 13.10 | 14.98 | 14.24
o 17 | 12.80 | 13.90 | 15.78 | 15.04
L SAANNANANAAAAAANAAANNAANNANANNG 18 | 13.60 | 14.70 | 16.58 | 15.84
S ﬂ ﬂ : 1.70 P.C Bard 19 | 14.40[15.50 | 17.38 | 16.64
| | SECTION A-A Mated Condition 20 | 15.20|16.30 | 19.18 | 17.44
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