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Recommended P.C.Board Layout

¢ SPECIFICATIONS

eCurrent rating: 1A AC, DC

eVoltage rating: 50V AC,DC
eTemperature range: -25°C ~ +85°C
elnsulation resistance: 100MQ Min.
e\Withstanding voltage: 500V AC/ minute.
eContact resistance: 20m (2 Max.

Material:
Insulator: Nylon 46 UL 94V-0
Contact: Phosphor Bronze
Solder Nail: Brass

Plating: Tin plated over Nickel

C1004RS*kk14P4*0 Circuits: See table
-1 ‘|: Suitable With: 1004 Series Dual Row Housing
PINY—— 1. 2
2: B3k
P4: NYLON 46
PT: NYLON 6T
] 1.00 PB: PBT
A+0.2
4.6
LT, PARTNO. |3 58
o ! N C1004RS20614P4*0 | 5.00 | 8.60
C1004RS20814P4*0 | 7.00 | 10.60
i . : C1004RS21014P4*0 | 9.00 | 12.60
- = C1004RS21514P4*0 | 14.00 | 17.60
H 0.20+0.05 6.6 C1004RS22014P4*0 | 19.00 | 22.60
i 54095 | C1004RS22514P4*0 | 24.00 | 27.60
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