¢ SPECIFICATIONS
' Current rating: 3A AC, DC
Voltage rating: 250V AC,DC
L Temperature range: -25°C ~ +85°C
— = Insulation resistance: 1000M Q Min.
Withstanding voltage: 600V AC/ minute.
B£0.3 /A\3 Clrcuit /N2 Clrcuit Contact resistance: 20m () Max.

7.0040.25 Material:
2.20/N /\Insulator:PA9T UL 94V-0
Contact: Brass
Plating: Gold flash plated over Nickel
Circuits: 2~12
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| _ PART No Dimension
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0.65+0.05 L C2541RS00210P9*A | 2.54 8.89
C2541RS00310P9*A [ 5.08 |11.43
C2541RS00410P9*A | 7.62 |13.97

C2541RS00510P9*A [10.16 | 16.51
? 3 C2541RS00610P9*A |12.70 | 19.05
d " C2541RS00710P9*A | 15.24 | 21.59
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- | 65401 & C2541RS00810P9*A | 17.78| 24.13
o A S C2541RS00910P9*A | 20.32| 26.67
I C2541RS01010P9*A | 22.86 | 29.21
| 7/ C2541RS01110P9*A | 25.40 | 31.75
2.5440.1 C2541RS01210P9*A | 27.94 | 34.29

Recommended P.C.Board Layout
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